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GILLINDER BROTHERS, INC. 


Gee is a name which has been known in the Glass Industry 
for more than three quarters of a century. Originally engaged in the 
manufacture of lighting glassware as well as fine table ware, GILLINDERS 
became expert in manufacture and production of illuminating items for 
the earliest forms of gas and later electric illuminants. In this manner 
GILLINDERS have watched the development of light sources from the 
early forms to the present high state of efficiency and refinement and kept 
step with this progress in the lighting art by constantly providing the 


necessary illuminating glass accessories. 


In 1919 the factory was destroyed by fire and completely rebuilt as 
shown in the illustration on the frontispiece. With this exception GIL- 
LINDER BROTHERS, INC., have been in continuous production at Port 
Jervis, N. Y., for more than twenty years. Unfortunate as was this fire, 
a great advantage ultimately accrued to the company as the present equip- 
ment of the plant throughout was renewed at that time and is correspond- 


ingly complete and modern in all respects. 


The Port Jervis plant includes full hand blown and hand pressed 
divisions with complete decorating department and design service avail- 
able for GILLINDER customers. This plant can produce practically any 
item in either blown or hand pressed, plain or decorated ware, not neces- 
sarily confined to the lighting industry although illuminating glass is the 
principal product. 


GILLINDER designers, modelers and mould experts specializing in 
private design work will cooperate with you in the development of your 
ideas. The facilities of this factory, including a very complete mould 
shop, are at your disposal. 
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ARTIFICIAL VS. NATURAL LIGHT 


LIGHT 


Artificial vs. Natural Light 


Good artificial lighting is no longer a luxury, but a necessity. Strange 
as it may sound good artificial ight costs less than good natural light—at 
least in sizeable cities—and is available and dependable day or night. 
Natural light is available only during a comparatively short part of the 
24 hours and is never quite dependable. 

Natural light handicaps the person furthest from the window in his 
work. Good artificial light treats everyone alike. It makes our stores, 
offices, factories, schools and other buildings essentially as useful by night 
as by day; in some cases more so. 


Types of Commercial Lighting 


Many authorities are agreed that Semi-Indirect lighting provides that 
type of artificial lighting, which considered from all standpoints, has the 
most merit and widest application in Commercial use. 

For those, Gillinder Brothers, Inc. offer NEOSTROM and MAIZE- 
TONE units which deliver approximately 2,/3 of the light upward and 
1/73 directly downward. 

Other Gillinder Brothers’ units made of Opolo and Pearltone glass 
provide direct lighting of high efficiency and low brightness of light source. 
These several types are individually described in this Catalog. 


Illuminating Glass 


Glassware can make or mar any lighting installation. No matter 
how carefully the architect and engineer may have planned, nor how con- 
scientiously the contractor may have installed the electric equipment, the 
lighting performance—i. e. what the user realizes—depends absolutely on 
the type and quality of the glass globes and reflectors employed. 
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LIGHTING GLASSWARE 


GILLINDER GLASSES 


TEXTURES AND CONSTRUCTIONS 


OPOLO is single layer homogeneous opal white glass of density care- 
fully selected for diffusing qualities. OPOLO is light in weight and warm 
in color, providing a more refined appearance than ordinary white com- 
mercial glass. OPOLO is efficient, inexpensive and attractive and meets 
many general commercial lighting needs. 


OPOLITE is opolo glass with blue component added to provide partial 
color correction toward daylight. OPOLITE is not a color matching glass 
but does provide the daylight effect and makes any installation distinctive. 


PEARLTONE is three layer cased glass of scientific construction. 
The inner and outer layers are crystal glass, the diffusing middle layer 
opal (white) glass. PEARLTONE cased glass has great strength and 
very high light transmission or output, with excellent diffusion and no 
glare. There can be no hot spot or evidence of the lamp filament through 
PEARLTONE glass, with lamp in correct position. 


NEOSTROM is cased glass of dual opacity with light density top for 
diffusion and heavy density bottom for reflection. NEOSTROM units are 
one piece scientific construction with two layer diffusing alabaster top and 
three layer alabaster reflecting bottom—thus approximately two-thirds of 
the light is directed upward and softly diffused without ceiling shadows, 
over a wide area. The remaining one-third downward transmitted light 
is of low brightness, free from glare. 


MAIZETONE is like neostrom in every respect except the lower bowl 
has an outer layer of corn colored glass. This maize colored bowl gives 
the unit a distinctive appearance, particularly suitable for unusual install- 
ations. 


LUCENT is a translucent glass of excellent diffusing quality used 
principally in pressed items such as fixture pockets, but also susceptible 
to use for blown ware and is reserved for private mould work. 


CRYSTAL—Gillinder Brothers’ CRYSTAL glass is well known for 
its clear, colorless transparency. This quality makes Gillinder Brothers’ 
Crystal Bottom Units superior to others and more widely acceptable by 
dealers and users because of greater sparkle and luster. 


C. W. is a special heavy density high reflecting glass used in open 
semi-direct bowls and similar forms. 


OTHER GLASSES made by Gillinder Brothers, Inc., include Straw 
Glass, French Ivory, Ruby, Green, Amber and other natural colored trans- 
lucent and semi-opaque glasses. 
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LIGHTING GLASSWARE 


GILLINDER GLASSES 


TEXTURES AND CONSTRUCTIONS 





PEARLTONE 








OPOLO PEARLTONE 
OPOLO . . a single layer white glass PEARLTONE . . a three layer cased 
of selected density and remarkable glass, highly efficient, very sturdy, 
uniformity. Inexpensive and attrac- unusual diffusion. 
tive. 
ww WwW 





NEOSTROM MAIZETONE 








NEOSTROM MAIZETONE 
NEOSTROM . . a cased construction MAIZETONE . . similar to Neostrom 
with two layer light alabaster top and but with yellow Opal outer bottom 
three layer dense alabaster bowl. casing for lower brilliancy. Excel- 
Thus two-thirds of the light directed lent for hospitals. 
upwards for semi-indirect illumina- 


tion. 
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LIGHTING GLASSWARE 


FINISHES AND DECORATIONS 


wW 


Illuminating glass, whether made in transparent, translucent or semi-opaque glass, can 
be finished in several different ways, offering a wide selection for appearance and light per- 
formance. 


It can be etched, sandblasted inside or out or on both surfaces. It can be crackled or it 
can be toned all over with cold or fired color. The same is also true as regards glass decoration. 


For instance, standard designations in the industry for different forms of glass decora- 
tions are as follows: 


Tinted or dec- 
orated with 
lines or bands. 


Decorated by 
deep etching, 
Um co lowe dd: 
toned or tinted. 


Decorated by — : F 
hand decalco- SO aed eel bed andblasted or 
mania _ prints, t yes “Sigal surface etched 
light etching, Ne ? with an irreg- 
stamping or ular or ‘a con- 
printing with ventional d e- 
colors. sign. 





No. 38/701 


On this and the next page are shown a number of printed globes, light etched in color. The 
standard colors are tan or black, ‘although others are obtainable on special orders. 


The illustrations shown here represent only a few of the many standard decorations on 
Gillinder glass. 


Customers desiring individual private designs for clubs, lodges and similar purposes can 
obtain same by submitting drawings and specifications and asking for special estimates. 
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= JIGHTING GLASSWARE 


TYPICAL DECORATIONS ON STANDARD UNITS 





No. / 
No. 569/F173 119/479 





No. 830/430 
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COMMERCIAL LIGHTING 


Number 709 Opolo 


DESIGN——Scientifically designed to 
place each point in the lower bowl 
equidistant from the lamp filament, 
thus insuring uniform brilliancy of 
the lighted unit and uniform illumin- 
ation intensity of the lighted interior. 


SIZES AVAILABLE—-See tabulation be- 
low. 





No. 709 


GLASS—Regularly furnished as stan- 
dard in Opolo glass, also furnished 
on special orders in Opolite, Pearl- 
tone and Neostrom glass. See page 
3 for description these glass construc- 
tions. 


DECORATIONS—Furnished decorated 
on special order. See page 5. 


APPLICATION—Suitable for use in 
offices, stores, schools, hospitals and 
any interior where direct, well dif- 
fused lighting is required. 





SPECIAL APPLICATION—Hospital Lighting—Num- 
ber 709 Special is Number 709 with fired color 
golden toned lower bowl section applied on the 
inside. Standard equipment for New York City 
Hospitals. 


ELectTRICAL TESTING LABORATORIES 
New York, N. Y. 


REPORTNO 130849 ORDER NO. 5077363, PLATE NO 25777 


CANDLEPOWER DISTRIBUTION 
NO.709 14-INCH OPOLO GLOBE® 


Rendered to Gillinder Brothers, Incorporated 


Lamp - 200 Wattsy 115 Volts; 3380 Lumensy 
P3930 Clear Gas-Filled Bulbs C-9 Filaments 
Medium Bases General Service. 





Surface Covering Globe Opening Reflection Fac- 
tor 0,40 
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Diam.| Depth | Fitter | Recommended} Std. | Pkg. 
Number] In. In. In. | Wattage Pkg. | Wet. 
10 7% 4 100 4 14 

709 12 856 6 150 4 15 
1410 Fe SE 200 rw 16 

16 11% 6 300 2 18 


























No. 709 is also available in Opolite, Pearltone and Neostrom Glass. 
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COMMERCIAL LIGHTING 


Number 38 Neostrom 


DESIGN—Simple and dignified in ap- 
pearance and susceptible to a wide 
variety of fixture treatment. The 
sharply sloping upper portion of the 
globe resists the accumulation of dust 
and insures a wide distribution of 
light. 


SIZES AVAILABLE—See tabulation be- 
low. 





No. 38 


GLASsS—Reegularly furnished as stan- 
dard in Neostrom and Pearltone, also 
furnished on special orders in Opolo 
and Opolite glass. See page 3 for 
description of glass construction. 


DECORATIONS—Furnished decorated 
on special order. See page 5 for 
description of decoration. 


APPLICATION—Suitable for offices, 
stores and buildings where really 
good conservative lighting is needed. 











The Neostrom indirect glass and Pearltone cased 
glass are especially adaptable in meeting any un- 


usual requirements. 


ELECTRICAL TESTING LABORATORIES 
New York, N. Y, 


REPORT No. 130257 


ORDER No. 49407-S 


CANDLEPOWER DISTRIBUTION 
NO.38 NEOSTROM GLASS GLOBE* 
Rendered to Gillinder Brothers, Incorporated 


No, Submitted - One 


Lamp- 150 Watts; 115 Volts; 2355 Lumens; 
PS25 Clear Gas-filled Bulb; C-9 Filament; 


aha Base; General Service. 
older 


Surface covering globe opening, reflection 


factor 0.40, 
ocedure 


d 
Dimensions of Luminaire 
id ee Ton fata 
b__5el/4 in, a 
c. ———— 





Weight of glass 4 1b, 10 of. 5 i 





LUMINAIRE DISTRIBUTION DATA 
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LUMINAIRE BRIGHTNESS 


MILLILAMBERTS AND CANDLEPOWER PER SQUARE INCH 
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iin: Depth | Fitter | Recommended] Std. | Pkg. 
Number}| In. In. In. Wattage Pkg. | Wet. 
83% | 6% 4 75 12 30 

10% | 8 6 100 4 16 

38 1236] 8 6 150 4 18 
14% | 10 6 200 2 20 

163% | 11% 6 300-500 2 23 

18 12% 8 500 1 17 























No. 38 is also available in Opolo, Opolite and Pearltone Glass. 
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COMMERCIAL LIGHTING 


Number 34 Pearltone 


DESIGN—Originally designed to com- 
bine character of contour and orna- 
mental effect so as to practically serve 
the purpose of both ia plain or orna- 
mental enclosing unit. 


SIZES AVAILABLE—See tabulation be- 
low. 





No. 34 


GLASS—Furnished in Pearltone glass 
only. 


DECORATIONS—Furnished decorated 
on special order. See page 5 for 
description of decoration. 





APPLICATION—Made in Pearltone cased glass only 
to limit the use to the better class installations. 
This design is suitable for schools, and dormi- 


tories. 


ELectricAL TESTING LABORATORIES 
New YORK, N. Y, 


ORDER No. 24238-3 


CANDLEPOWER DISTRIBUTION 
PEARLSTONE ENCLOSING GLOBE NO,34 


REPORT No, 39780 


Rendered to Gillinder Brothers, Incorporated 


Lamp - 200 Watts; 115 Volts; 3380 Lumens; mae - 
PS30 Clear Gas-Filled Bulb; C-9 Filament; BOD : ‘ Sy 
Medium Base; General Service. 


M7) 
yl 
Ying 


Values equated to lumen output of lamp 
alone as of December lst, 1931. 
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LUMINAIRE BRIGHTNESS 


or Ca co 


THE AMROWS INDICATE THE LOCATION AND ANGLE OF VIEW 


Locations A B c DBD E F G H 


DUPLICATE 






PLATE No. 12016 





Mu. 720 810 1580 940 800 810 1960 1200 
Cr, PER So, 1N.145 1.7 3.2 1.9 1.6 1.7 4.0 2.5 
i 


n 
TESTED a AC PLOTTED ey nd COMPUTED ay LD CHECKED ey eng? issuco_July 5th, 1922. 


APPROVED BY 




















i COSTEAN Ae ere elena m connor Sate 
| | 

Diam.|Depth | Fitter | Recommended| Std. | Pkg. 
Number | [p, In. In. Wattage Pkg. | Wet. 

73% | 5% 34% 50 12 27 

83% 6% 4 75 12 30 

93% | 6% 4 75-100 8 31 

10% 71% 4-6 100 8 25 

34 1138 8% 6 150 4 20 

1336 | 9 6 200 2 20 

1536 | 10 6 200-300 2 22 

1836 | 11% 6 500 1 25 

20 12 8 500-750 a 26 




















For 500 watt lamp use 18” unit with special 8” fitter. 
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COMMERCIAL LIGHTING 











Number 135 Opolo 


DESIGN—Correctly designed to give 
an even, well balanced distribution of 
light. Simplicity of design makes this 
unit suitable for most types of install- 
ation. 





SIZES AVAILABLE 
low. 


See tabulation be- 





No. 135 


GLASS—Regularly furnished in Opolo 
glass as standard. It is also furnished 
in Opolite glass on special orders. 
See page 3 for description of glass 
construction. 





DECORATIONS—F urnished 
order. 


decorated on special 
See page 5 for description of decoration. 


APPLICATION—Suitable for schools, offices, dormi- 
tories, ete. 


ELecTRICAL TESTING LABORATORIES 
New York, N. Y, 
ORDER No. 50007-3 
CANDLEPOWER DISTRIBUTION 
NO.135 OPOLO GLOBE* 
Tested in Compliance with I.E.3. Standard Testing Specifications 


REPORT No. 130497 PLATE No, 25519 


Rendered to Gillinder Brothers, Incorporated 
Number - Submitted 196; Inspected and Weighed 25; 

Tested 6, para 
Light output range 79 to 80. Average 79.5% 
Lamp - 200 Watts; 115 Volts; 3380 Lumens; 

PS30 Clear Gas-filled Bulb; C-9 Filament; 

Medium Base; General Service. 

Surface covering globe opening; 
reflection factor 0.40. 
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THE ARROWS INDICATE THE LOCATH ON AND ANGLE OF VIEW 
Locations A B c D =e F G H oe = Kk _.L 
ML. 710 760 1020 °780 1300 98 1300 1050 113 1270 730 1270 
Cp. pan Sa. IN. 1,5 1.6 2.1 1.6 2-7 2.0 2.7 2.2 2.3 2.6 1.5 2.6 


4 } *E. Identification No.4251. 
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INEER IN CHARGE OF PHOTOMETRY IN CHARGE OF TEST 








| 
Std. | Pkg. 











2 Diam.} Depth | Fitter | Recommended 
SABES In. In. In. Wattage Pkg. | Wet. 

83% 6% 4 75 12 30 

9% (eA 4 75-100 8 28 
10% 7% 4-6 100 8 20 

135 ’ 

12%% 814, 4-6 150 4 16 
143% 8% 6 200 2 20 
16% | 10% 6 300 2 20 














No. 185 is also available in Opolite Glass. 
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COMMERCIAL LIGHTING 


Number 9041 Pearltone 


DESIGN—This unit has the largest APPLICATION—Suitable for stores, restaurants, 
surface and light radiating area of | hotel rooms, ete. 

any unit in the line. This insures 
low brilliancy and complete freedom 
from glare. The sharply sloping 


walls reduce dirt accumulations to a 
ELectricaL TestiNG LABORATORIES 


minimum. Naw Yorx, N.Y. 
REPORT NO. 133280 ORDER NO. 55485-S PLATE NO. 27193 
< CANDLEPOWER DISTRIBUTION 
SIZES AVAILABLE—See tabulation be- 0.9041 CPOLO GLOBE 


Rendered to Cillinder Brothers, Incorporated 


low. 


1e0*__ 175° 1s® Lbb be 145° 195° 













One globe submitted by client. 

Lemp - 200 Watts; 115 Volts; 3360 Lumens; 
PSSO Clear Gas-Filled Bulb; C-9 Filament; 
Medium Base; General Service. 

Surface covering globe opening, reflection 
factor 0,70, 
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Locations A B Cc 5 E F GS H ! a, K [& M 
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GLASS—Furnished regularly in Pearl- 
tone glass but also available in Opolo we horas 














: a 2 ‘ 
and Opolite glass. See page vo. Nace Diam.} Depth | Fitter | Recommended} Std. | Pkg. 
: ee etn In. In. Wattage Pkg. | Wet. 
DECORATION—Furnished decorated on any 
special order. See page 5 for descrip- 8 6 Fi 75 12 25 
tion of decorations. 9041 9 7\, 4 75-100 a ess 
13 934 6 200 1 15 
16 | 12% | 68 300 To ipott 


























No. 9041 is also available in Opolo and Opolite Glass. 
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COMMERCESLAL LIGHIING SsS—————————————————————— 


Number 830 Pearltone 


DESIGN—This line is designed to APPLICATION—Suitable for lobbies, theaters, cor- 
light high rooms where a long, grace- ridors, high ceiling stores, etc. 

ful lighting unit is appropriate to the 
architecture. Comparatively little 


light is reflected downward, the main ELecTRICAL TESTING LABORATORIES 
New York, N. Y. 
distribution being in a lateral direc- REPORT No. 41741 ORDER No.25706-S PLATE No. 12754 
CANDLEPOWER DISTRIBUTION 
tion. (See photometric curve oppo- GLOBE NO.830 - 14 x 6 PEARLTONE - 10-3/8" x 14-1/2" x 6" 


és Rendered to Gillinder Brothers, Incorporated 
site). 
Lamp - 200 Watts; 115 Volts; 3380 Lumens; 
PS30 Clear Gas-Filled Bulb; C-9 Filaments 
Medium Base; General Service. 
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THE ARROWS INDICATE THE LOCATION AND ANGLE OF VIEW 


Locations A B Cc D E F G H 


Mt. 1220 1330 640 880 1280 1000 930 
Cp. PER SQ. IN.265 2.7 1.3 1.8 2.6 2.1 1.9 








TESTED BY. PLOTTED BY. ___ COMPUTED BY. _. CHECKED BY IssUED March 19,1933. 
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(Signed) Williem F. Little A. C. Dick 
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No. 83 0 sso ENGINEER IN CHARGE OF PHOTOMETRY In CHARGE OF TEST 






































; Diam.| Depth | Fitter | Recommended] Std. | Pkg. 
SIZES AVAILABLE—see tabulation be- Number| 5, In. In. Wattage Pkg. | Wet. 
low. eae | 
6 8 4 75 12 30 
GLASS—Standard in Pearltone cased 7 10 4 75-100 12 | 30 
glass—also available in Opolo and a0 8% | 12 6 150 4] 23 
Opolite. See page 3. 10% | 14% 6 200 1 10 
11% | 16% 6 300 1 15 
DECORATIONS—See pages 5 and 6 for 12 18 6-8 300* 1 18 
suggestions. 
*For 500 watt lamp use 18 in. units with special 8 inch Fitter. 


No. 830 is also available in Opolo and Opolite Glass. 
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COMMERCIAL LIGHTING 








Number 90 Opolo 


DESIGN—This is the Gillinder unit 
selected by U. S. Government Engi- 
neers as the approved Gillinder Unit 
for Typical Fixtures on government 
buildings. The surface or light dif- 
fusing area is relatively great for 
any given diameter. The lighting re- 
sult is efficient and pleasing. 


SIZES AVAILABLE—Made in a full 
range of sizes—see tabulation below. 





No. 90 


GLASS—Standard in Opolo Glass. 
DECORATION—Plain undecorated only. 


APPLICATION—Any interior where a 
simple dignified contour is appro- 
priate. 
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SPECIAL APPLICATION—Any U. S. Government 
building—particularly U. S. Post Offices for typi- 
cal fixtures. Over 100 Post Offices so equipped 
including N. Y. Parcel Post Building—Boston, 
Atlanta, ete. 


Evectricau Testinc LABORATORIES 
New York, N. Y. 


REPORT NO. 4614) ORDER WO. 37500-S pLatewo 20119 


CANDLEPOWER DISTRIBUTION 
14 X 6" OPOLO GLOBE "10. 90* 


Rendered to Gillirnder Brothers, Incorporated 


We0*_ 175° 165° 1s5* 143° 135° 


One gldbe submitted by client. 

Lemp - 200 Watts; 115 Volts; 3360 Lumens; 
PS3O Clear Gas-Filled Bulb; C-9 Filament; 
Medium Base; Ceneral Service. 

Surface covering globe opening, reflection 
factor 0.70. 

Photometric data equated to 
current lumen output 
of lamp. 2° &# 





f° 












White Diffusing Glass 
Height - 2 lbs. 7 oz. 
LUMINAIRE DISTRIBUTION DATA 
MEAN VERTICAL 


DLErowas| 





















CANDLEPOWER AT 10 Feat 














// ///7 


108° 6 
67 

















LZ 


LUMINAIRE BRIGHTNESS === 1S x < GI, 
CANDLEPOWER PER SQUARE INCH 
ag ee SR ose, 
Locations A 5 Cc 5 eae: F G H ! J K Lee, We 
2.0 22, 2,8 3,0. 29 1.9 he Tree Boe 
ata oA. FaSnes Fleatiba no. 1 M88. 
yesven ev__IMS torres ey__IMS _ compureo sy __ IMS cwecxeo oy__IMF  erissueo APFil Srd, 1954. 





Tested December 12th,1927,. 

APPROVED BY 
William F, Little Z. N. Corraz 
ENGINEER IN CHARGE OF PHOTOMETRY 1! CHARGE OF TEST 











Number Diam.|} Depth! Fitter | Recommended) Std. | Pkg. 
In. In. In. Wattage Pkg.| Wet. 

845 6% 4 75 12 30 

9% 634 4 75-100 8 28 

90 10% il 4-6 100 8 20 

123% 7% 4-6 150 4 16 

143% 8% 6 200 2 aly 

16% 9% 6-8 300 9 17 

183% | 12 6-8 500 1 20 
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COMMERCIAL LIGHTING 


Number 119 Opolo 


DESIGN—A plain but distinctive de- 
sign particularly adaptable to decor- 
ation. This is the Gillinder form 
selected by U. S. Government Engi- 
neers for decorated typical unit fix- 
tures in Post Offices and other similar 
Government buildings. 


SIZES AVAILABLE—Made in a full 
range of sizes—see table below. 





No. 119 


GLASS—Opolo standard. 


DECORATION—Government decorative 
etchings A & B. Write for blue 
prints. 


APPLICATION—Provides good general 
lighting in any interior. 











PRINTED IN U.S.A. 








SPECIAL APPLICATION—U. S. Post Offices on orna- 
mental typical fixtures. Used at present in more 
than 100 Post Offices. 


ELectricaAL TESTING LABORATORIES 
New York, N. Y. 
REPORT NO. 46788 ORDER NO. 39384-S PLaTe wo. 21017 


CANDLEPOWER DISTRIBUTION 
14 X 6” OPOLO CLOBE NO.119* 


Rendered. to Gillinder Brothers, Incorporated 


One globe submitted by client. 

Lamp - 200 Watts; 115 Volts; 3360 Lumens; 
PS30 Clear Gas-Filled Bulb; C-9 Filement; 
Medium Base; General Service. 

Surface covering globe opening, reflection 
factor 0.70. 

Photometric data equated to 
current lumen output of 
lemp. 


’ 


\\ 
bs “ | 


\\ 
TTI. 
uw Be | | | 





White Diffusing Glass 
Weight + 





UMINAIRE DISTRIBUTION DATA 


SS 


OSS 


SS 


so 


SN 


Wy 





LUMINAIRE SRIGHTNESS 





CANOLEPOWER PER SQUARE INCH 
THE ARROWS INDICATE THE LOCATION AMD AMOLE OF VIED 


eee ee eee be ee ee 











5 $.0 3.8 2.4 
4 2.2 28.7 28 2.5 S.8 1.4 5.5 x ° : 
rattles “ETH Identification 9.1662. an 
Testes _IMs ore COMPUTED eY CHSC April Sra, 19 . 
i. a oe Tested July 27th, 1928, 


Z. MN. Correz 
 GMARes OF TaEsT 


Filliem F. Little 
BAGINEER IM CHARGE OF PHOTOMETRY 











nee Diam. | Depth | Fitter Recommended Std. Pe 
In. In. In. Wattage | Pkg. | Wet. 

836 6% 4 75 12 30 

10%% 6% 4-6 100 8 20 

119 2% 7% 4-6 150 8 16 

143% 85% 6 200 2 20 

163g | 10 6 300 2 17 

| 183% 12 el 500 1 20 
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COMMERCIAL LIGHTING 


Number 569 Opolo 


DESIGN—The appearance of this unit 
is very pleasing and the illumination 
results highly efficient, the straight 
side increasing the light received on 
vertical planes and thus making the 
unit appropriate for use in areas 
where side wall illumination is de- 
sired. 


SIZES AVAILABLE—569 is made in a 


full range of sizes as shown in the 
table below. 





No. 569 


GLASS—Standard production is in 
Opolo Glass although photometric 
curve shown opposite is on Pearl- 
tone cased glass in which this unit 
will be furnished on special order. 
See page 3. 


DECORATION—For decoration sugges- 
tions see Pages 5 and 6. 











APPLICATION— Store and office lighting. It is 
also suitable for hotel bedrooms, particularly with 
ornamental metal crown or other decorations. 


ELECTRICAL TESTING LABORATORIES 
New Yori, N. Y. 


OMDER WO. 24740-S 
CANDLEPOWER DISTRIBUTION 
PEARLTONE GLOBE NO, 569 


REPORT WO. 40680 PLATE NO. 12262 


Rendered to Gillinder Brothers, Incorporated 















One globe submitted by cltent. 

Lemp - 200 Watts; 115 Volts; 3360 Lumens; 
PS3O Clear Gas-Filled Bulb; C-9 Filament; 
Medium Base; General Service. 

Surface covering globe opening, reflection 
factor 0.70. 
Photometric data 
equated to current 
lumen output of lamp. 4° 








































730 
90°-180° 630 1076 
[_o°-180° | __3360 


LUMINAIRE BRIGHTNESS 










CANOLEPOWER PER SQUARE INCH 
OWS INDICATE THE LOCATION os 








™ 
LocaTions A i=] Cc c E e. G H i} Az] K L Mrs 
Cr. pan So. IH OSM cS PCPA eS le de4) Gilet Ce 

qerrep ey. ROB _picrreoer_ ROB coururev.ey OM — — cwecneo w2hPr—tseves April 2rd, 1934. 


Tested Oetober 13th, 1922, 
APPROVED BY 


A. G. Dick 


i” CHARBE OF TEST 


“illium 7. Little 


ENGINEER IN CHARGE OF PHOTOMETRY 














| 
Diam.| Depth | Fitter | Recommended] Std. | Pkg. 
Number 

In In. In Wattage Pkg. | Wet. 

934 7 4 | 75 8 Dy, 

103% (Ga 5- 6 100-150 4 15 

569 13%, 934 6 200 2 16 
14% | 10% 6 200 il 10 

1634 | 11 6-8-10 200 1 11 























Also available in Pearltone cased glass. 
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COMMERCIAL LIGHTING 


Other Typical Available Gillinder Units 
































Recommended | Std. | Pkg. 





Number} Diam Het. | Fitter Wattage Pkg. | Wat. 
| 8% 63% 4 | 75 ay etn 
71 | 10% 7 4-6 100 Pas 20 
Opolo | 12% 8% 6 | 150 | 4 16 
| 143% 9% 6 200 2 20 
| 163% 10% 6 300 2 21 























Recommended | Std. Pkg. 





Number} Diam, | Het. | Fitter : 
a | | Wattage | Pkg. | Wat. 
12 845 6 150 Avmaalive 16 
990 14 9 6 200 2 14 
Opolo 16 10% 6 300 | 2 16 























400 | 11% |511-16) 4 150 4 | 20 
Pearl- | 
tone 
401 | 13% |611-16, 5 | 300 2 | 20 
402 | 15% 7™ | 6 | 200-300 2 22 





Peeennaeetel Std. Pkg, 
Wattage Pkg. Wat. 


























; St c 
Number | Diam.| Het, | Fitter Se oe vi Pkg 
Wattage Pkg. | Wet. 
8% 6 4 75 12 30 
Gh 10% 6% 4-6 100 8 25 
Pearl- 12% 73% | 6 150 4 24 
tone 14% 8% 6 200 2 22 
163% 10 6 200 2 23 
183% 6-8 500 1 25 























: ‘ : Recommended | g¢q. | Pkg. 
Number | Diam. | Hgt. | Fitter Wattaze Pke. | Wet 
| 8% | 6% | 4 75 12 30 

93% 6% 4 75-100 8 22 

103% 7% 4-6 100 4 15 

88s 11% 83% 6 150 | 4 18 
Opolo | 13% 9 6 200 2 17 
anes 9% 6 200 2 20 
15% | 10 6 300 2 20 

18% | 12 8 500 1 12 



































; | 7 Recommended | Std. Pkg 
Number | Diam Het ee a 7 
| 8 Wattage Pkg. | Wat 
| 9% |79-16| 5 75-100 ‘eos 22 
9082 | 12% | 9% | 5 100-150 | 4 16 
Opolo | 14% | 1036 1 6 200 | 4 16 
| 90 is% | 8 500 ee 








No. 111, 888 and 990 are available in Opolo, Opolite and Pearltone. 
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CRYSTAL BOWL COMMERCIAL LIGHTING 











Gillinder Crystal Bowl Units 


Gillinder Crystal Bowl units satisfy 
the popular demand for a store light- 
ing unit which has snap ‘and life and 
yet which is not glaring. These units 
are well known in all parts of the 
country, and several hundred thou- 
sand of them are already in use. 





THE IMPERIAL 


Gillinder Crystal Bowl Units surpass 
competitive equipment in three re- 
spects: 


1. Higher light transmission and 
better uniformity of the top white 
glass globe. 


2. Brighter, more sparkling ap- 
pearance of the pressed crystal bowl. 


3. The most simple and most eas- 
ily demountable supporting ring 
which joins the two glasses together. 








The IMPERIAL is available in three sizes shown in 
the table below. 


The light performance is shown in the photo- 
metric curve below. 


Evectricat TEsTinG LABORATORIES 
New Yor, N. Y, 


REPORT WO 133306 ORDER NO. 55485-S PLATE MO. 2786] 


CANDLEPOWER DISTRIBUTION 
Imperial OB Unite 


4 - 
Rendered to-Gillinder Brothérs, Ynoorporated 
/ . 


One globe submitted by client. 
Lemp - 150 Watts; 115 Volts; 2355 Lumens; 
PS25 Clear Cas-Filled Bulb; C-9 Filament; 
Medium Bese; Generel Service. 


s 

= 
* 
~ 





UTE 


: 


Surface covering rlobe opening - ,.reflection 
factor 0.70, in accordance | —~/4 
with client's request. 





sai SS \\\y ‘ 
. Ly Oxi 1os' 
3 ON \ 
i OOOO 
Uf 83 eeonsetaetunatl 
Dirrvse WX, yh 5° 


Weiteht of White Diffusing t 








Glass - 3 lbs. 5 oz. PRISMATIC & 
Cr s 
i} 
= OS 
< es 73° 
z 
Pryor} 
Zee 
fee 
<|-r 4 bed 
oF 








= 
[] 
t+. 

















(: 

















il 





SS" 


or view 








LOCATIONS Am = 8) Ce UD" s2 Bes Fs) G6" 4 ' Jj K L M 
Cr. Per SQ. IN. 2.2 2.8 0.6 2.3 8.1 2.0 25.0 2.0 1.0 2.6 1.8 1.8 
*y.T.L. Identificgtion No.4902 
TESTED BY 7 PLOTTED ie: COMPUTED eae CHECKED wv seuco” ril 6th, 19%, 
APPROVED "~/ Fie C Thee 
- ‘kaa HA HOTOMETRY IM CHARGE OF TEST 








ae uy Recommended) Std. | Pkg. 
Number |Diam.|: Het. | Fitter Wattage Pke. | Wet. 











i 13% | 15 6 200-300 1 14 
2 8% 11% |4 or 6 100-150 i 5 
3 10% | 11% 6 150-200 1 5 




















Reserved for Exclusive Sale in some territories. 











PRINTED IN U.S.A. 


GILLINDER BROTHERS, INC., PORT JERVIS, N. Y. 











Page Seventeen 














CRYSTAL BOWL COMMERCIAL LIGHTING 








Gillinder Crystal Bowl Units 








INOwo GL, 





No. 9720 





No. 97381 
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Opposite are three typical Gillinder Crystal Bow] 
Units, each consisting of the well known Gillinder 
Opolo diffusing top and pressed crystal bow] of 
unusual sparkling quality, the two joined together 
by patented quick demountable ring. 


Photometric curve shown below is typical of all 
three units. 


ELECTRICAL TestiNG LABORATORIES 
New York, N. Y. 
REPORT NO. 132767 ORDER NO. 54460-5 


CANDLEPOWER DISTRIBUTION 


PLATE NO. 26844 


NO.9717 cB InTT 
“7 


Rendered to Gillirder Brotiyrs, Sygorporated 
v) ss 





One globe submitted by client. 100° 175° / 
Lemp - 150 Watts; 115 Volts; 2356 Lumens; Ea 
Ps25 Clear Gas-Filled Bulb; C-9 Filement; 
Medium Base; General Service, 









Lt} 





Surface covering globe opening - reflection 
factor 0.70, 





Ey 
— 
4 







ae 
fa 
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it 
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WER AT 10 Fear 














CANOLEPO' 



























in 
Ws 


















UME 
wit 
Z 


























era IGHT OUT! pees st 
47 
1152 860 _! 36.5 | 
SESE T jon) | 93.5 ; 
LUMINAIRE BRIGHTNESS ———. a Te —_— A 
CANDLEPOWER PER SQUARE INCH 
THe AMROW® INDICATE THE L Le OF view 
Locations - A, 8 ae Cl 32 Ee ee G_ _H Ea | T hos K > M 
Cp. pan Ga. In. 3.0 3.4 0.5 3.0 3.2 1.8 21.4 1.3 3.3 3.3 2.7 


*¥.T.L. Identification No.4841. 
vasteo ey 22 prorren ay Busy aa CHECKED 2: Ln vesueo December 7th, 1933 


- MPUTED BY 
APPROVED VA : iy IAA 
khas IN CAA K OF PHOTOMETRY iN CHARGE OF TEST 




















Diam | Het. | Fitter |Recommended| Std. Pkg. 

Number In. In. In. Wattage Pkg. | Wet. 
9717 | 9% | 12 6 150-200 1 5 
9720 9% 12 6 150-200 1 5 
9731 945 12 6 150-200 1 5 




















Other available Crystal Bowl Unit designs furn- 
ished on request. Reserved for exclusive sale in 
some territories. 
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MODERNISTIC COMMERCIAL LIGHTINGS 





Modernistic Units 


Nee ENCLOSING 
GLOBES satisfy the popular re- 
quirement for an enclosing, 
diffusing, lighting globe of 
decorated character which 
will provide highly efficient 
illumination and still be dif- 
ferent than the plain enclos- 
ing units on the market. 





No. 193 GILLINDER BROTHERS’ Mop- 
ERNISTIC enclosing globes in- 
sure the user of an installa- 
tion different and distinctive 
in ‘appearance. 


FURNISHED plain and decor- 
ated. 


























No. 200 
. ; Mi Recommended] Std. |} Pkg. 
Number|Diam.|} Het. | Fitter Wattage Pat. 
193 124%] 14% | 6& 200 1 14 
144%] 16% : 300 1 17 
104% 
200 12% 5% Open. | 200 2 14 
/ 7 1/ 12% | ¢ € 
14%) 1% Ong: ; ey 
997.) 14) “1 = 1086 6. 1 = 200-800: we 1 10 








Available in Pearltone, Opolo and Opolite Glass. 








No. 997 


GILLINDER BROTHERS, INC., PORT JERVIS, N. Y. 
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MODERNISTIC COMMERCIAL LIGHTING 


Modernistic Units 


M ODERNISTIC ENCLOSING 
GLOBES satisfy the popular re- 
quirement for an enclosing, 
diffusing, lighting globe of 
decorated character which 
will provide highly efficient 
illumination and still be dif- 
ferent from the plain enclos- 
ing units on the market. 








GILLINDER BROTHERS’ Mop- 
ERNISTIC enclosing globes in- 
sure the user of an installa- 
tion different and distinctive 
in appearance. 


FURNISHED plain and deco- 
rated. 














No. 217/F247 = 7 





Diam.| Leth. | Fitter inecermended Std. | Pkg. 

Number In. In. In. Wattage Pkg. | Wet. 
216 43% 6 3, 50 27 28 
216 | Si | 12 @| 46 100-150 4 | 16 
216 105°; 16 6 | 200-300 1 10 
217 115% $ | 6 200 2 15 
9165 16 10 6 300 | 2 18 
































Available in Pearltone, Opolo and Opolite Glass. 





No. 9165 
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No. 205 


MODERNISTIC COMMERCIAL LIGHTING 


Modernistic Units 








Pits Het. rite Recommended 
Number In. In. | In. Wattage 
205 13% | 10% 6 200 
207 ews |) ale | 6 300 
9524 133% 9% 6 200 
9524 15% | 11 | 6 | 300 


M ODERNISTIC ENCLOSING 
GLOBES satisfy the popular re- 
quirement for an enclosing, 
diffusing, lighting globe of 
decorated character which 
will provide highly efficient 
illumination and still be dif- 
ferent from the plain enclos- 
ing units on the market. 


GILLINDER BROTHERS’ Mop- 
ERNISTIC enclosing globes in- 
sure the user of an installa- 
tion different and distinctive 
in appearance. 























GILLINDER BROTHERS, INC., PORT JERVIS, N. Y. 





Std Pkg 
Pkg. ; Wet 
1 5 
1 10 
7 29 
1 17 





Available in Pearltone, Opolo and Opolite Glass. 
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MODERNISTIC COMMERCIAL LIGHTING = 


Modernistic Units 


M ovzrnisttc ENCLOSING 
GLOBES satisfy the popular re- 
quirement for an enclosing, 
diffusing, lighting globe of 
decorated character which 
will provide highly efficient 
illumination and still be dif- 
ferent from the plain enclos- 
ing units on the market. 





No. 165 


GILLINDER BROTHERS’ Mop- 
ERNISTIC enclosing globes in- 
sure the user of an installa- 
tion different and distinctive 
in appearance. 


FURNISHED plain and deco- 
rated. 



































| Recommended) Std. | Pkg. 
Number|Diam.| Het. | Fitter Wattage Pkg. | Wet. 
33% | 6 3\4 40-60 12 24 

554 | 9 60-100 | 12 | 25 

165 7 eee? a 150 he 29) 1p 
95% | 164 |] 6 300 =| 1 | 10 

Liede tse |v rGuee 500 | 14] 14 
: a = = 

iso | 12 | 854 | cine 150 (mED. ueets 








Available in Pearltone, Opolo and Opolite Glass. 


No. 165,/498 
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| Standard 
Blown and Pressed 
Bowls | 





Nowe Number Diameter Depth 
Diameter Diameter 904 414 2% 
Across Lip Under Lip Depth 509 73% ; 
8 Ti, 4 132 8% 61% 
10 91% 5 168 9 31% 
12 11 6 507 9 1 3/ 
14 13% 7 731 10 6Y, 
16 15% 8 
18 17 9 
No. 671 
Diameter Height Fitter 
10 44 8 
12 DB 10 
14 6 12 





No. 675 
Diameter Height 
8 4 
10 5 
12 6 
14 il 





Diameter 
Across Lip 





No. 634 
Diameter 
Under Lip Depth 
T¥% 3% 
91% 4 
11 4% 
13% 5 
154% 516 
aly 6 
19 6%4 





Number Diameter Height 
795 111% 334 
14 4 
9103 15 5% 
9104 18% Tif 


Fitter 





Number 
9079 
9531 

144 


Diameter 
6 


© 


10% 


Depth 
1 


74. 
3 


H+ 00 


6 





| 








Number Diameter Depth 
62 gl, 2 
967 10 ; 
961 14 3% 


No. 


Diameter 
8 





683 


Depth 


> 


Available in Crystal, Pearltone, Opal Glass and the Various Standard R. I. & R. O. Finishes. 
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Standard Blown © 
and Pressed 
Bowls 





No. 91 ‘eC / 
No. 9114 
Diameter Depth Fitter : 
Diameter Depth 
8 3 8 g = 
10 3 10 10 : 
iy 4% 12 12 ; 
14 3 P 
434, 14 14 4M, 
16 4, 





No. 443 | 


Diameter Depth 
12 43% 
14 5 
16 dM 
18 6% 





No. 59! 
No. 594 es ae 
Diameter Deptl Fitter 
Diameter Depth Fitter eS setae se 
2 12% 4% 10 
12% 5 10 as e 3 
14% 5% 12 Fae A 14 
16% 65% 14 fe Hy 





No. 5053 
Depth 


Diameter 
9 


Available in Crystal, Opal or Pearltone Glass 
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No. 141 


Diameter Depth 
14 55% 


Number 
5099 
5044 
5086 
5042 
5038 
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Diameter 





Depth 


and the Various Standard R. 1. & R. O. Finishes. 
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COMMERCIAL LIGHTING 











Standard Lighting Cylinders 








. bot 


Bot. 
Diam. 


2% 
23%4 
25% 
456 
4% 


4% 





No. 679 

Ext. Ext. 
Diam. Lgth. Diam. Leth. 
1% 20 4% 7 
1% 12 4% 14 
2 24 5 20 
23% 20 6 15 
21% 6 7 24 
234 7 8 22 
2% 18 9 12 
3 16 914 12 
34 18 10 28 
3% 24 11 11 
3% 12 12 36 
4 54 16 ly 


Intermediate lengths 


available. 
No. 862 
Diam. Het. Fit 
33 6% 314 
+4 8 4- 
5 9 5 
5 16 5 
5% - 11 5% ” 
6 14 6 
8 16 8 
8 24 8 
9 14 9 
10 16 10 
12 18 12 


Het. 


5M 
6% 
5% 
(e7) 
5% 
8 








No. 901 
Diam. Het. Fit 
3 18 3 
4 6 344 
4 54 4 
4% ) 4% 
5 7 4 
5 20 5 
6 9 6 
8 20 8 
10 11 10 
12 12 12 


Extreme lengths 
shown. Interme- 
diate lengths 
available. 








No. 9772 
Square 


Square Height 
2 18 
4 30 
6 30 


Extreme lengths 

shown. Interme- 
diate lengths 
available. 





Available in Crystal, Opolo or Pearltone Glass and the Various Standard Finishes. 
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COMMERCIAL LIGHTING Ss 





Miscellaneous Standard Shapes 


Number Diameter Height Fitters 


775 7 7 4 
9092 54% 614 344 
9093 7% d7% 3% 


Number Diameter Height Fitters 





948 5% 716 4 
No. 775 No. 948 
Number Diameter Height 
121 6 55, 
137 10 10% 
138 12 ils: 
9561 13% 14% 


Number Diameter Diameter Height 
Across Lip Under Lip 


874 8 7% 8 
10 938 10 

9053 12 114% 95% 
9064 8 7% 7 





No. 121 No. 874 


Number Diameter Height Fitter 
996 8 6% 4 


Number Diameter Height Fitter 





No. 996 


Available in Crystal, Opolo or Pearltone Glass and the Various Standard Finishes. 
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863 6% 7 5 
8 8 6 

11 10 8 

12% ial 10 

708 11 11 8 
969 6 8 6 





No. 863 
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COMMERCIAL LIGHTING 


Standard Ball 
Globes 





No. 608 

Std. Pkg. 

Diameter Fitter Pkg. Wet. 

5 3% 27 30 

3% 27 32 

7 344 12 29 

8 4 12 30 

No. 608 fy ¥ ; 5 No. 60814 

13 roe 5 “a Available in same sizes as No. 
14 6-8 A 10 608 standard ball with fitter. 

16 6-8 aL 15 

18 8-10 1 18 

20 8 if 27 


EXIT GLOBES 


No. 608 72057 OR 2058 


Available in same sizes as No. 
608 standard ball with fitter. 





No. 611 A 
No. 611 No. 607 
Diameter Height Fitter Diameter Height Fitter 
No. 611 6 41% 3%4 6 434 3, 
7 5 3% 
8 5 3% 
8 5 4 
10 6% 4 
10 636 5 
10 638 6 
No. 9094 12 8% | 4 
14 9% 6 
17 12% 6 


Available in Crystal Opo- 

lo or Pearltone Glass and 

Various Standard R. I. 
& R. O. Finishes. 





No: 92 
Diameter Height Fitter . 
6 6 314 No. 612 . 
7 7 314 Number Diameter Height Fitter 
8 8 314 612 47% 4% 2% 
8 8 4 681 436 4 21%4 
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Sass] = PRESSED CRYSTAL SUNBURSTS 


Gillinder Sunbursts 


xILLINDER BROTHERS’ SUNBURSTS are designed with deep pressed prismatic 
effect to give a high sparkle and this effect is further carried out by the 
carefully selected quality of crystal glass used. 


aILLINDER BROTHERS’ SUNBURSTS are more brilliant and more attractive in 
appearance. 





Nos. 5018, 5014, 5020, 5030 


SIZES AVAILABLE—See tabulation below. 

GLASsS—Select grade of crystal. 

DRILLING—Furnished drilled according to specifications. 
APPLICATION—Bedrooms, hotel rooms, restaurants, clubs and theatres. 











Recommended] Std. | Pkg. 


Number |Diam.| Hgt. | Fitter Wattage Pkg. | Wet. 





5013 | 10 | 2% | 2% 12 | 40 
Auda abe Make ass 6 | 32 
5020 | 16 | 3% | 2% 1 | 10 
5030 | 20 | 4% | 2% 1 | 25 























Available in Crystal or Crystal Satin Finish Glass. 
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STANDARD GLOBES AND REFLECTORS SSS! 


| 
| 
| 
| 





Nos. 638 To 643 No. 975 - 747 Nos. 647 To 651 








INGS040) 041. 542 No. 608 Nos. 346 To 350 


No. 42 No. 611 AND 9094 








No. 9504 








No. 918 Nos. 615, 699, 700 | No. 918 DEc. 





Gillinder Bros., Inc., invite special inquiries for private mould equivalents of these staples. 


For sizes see page 30. 
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Std. Pkg 
Number Diam. Depth Fit. Pkg. Wet. Number Diam. Height 
638 BY, = 88, A888’ 747 43, AB 
639 6 45/e 21, 36 32 975 bl, 5 
640 ff 51, 21, 24 35 ¥( 51, 
6418 5%, 2, 128 
642 9 634. 31), 12 25 
643 Bs 1 
12 7, 34% #4 19 er i 
: Bi 
647 7 23, 24 36 32 3 i Be 
648 8 314 21, 36 39 rad: 
649 9 4 21, 24 38 
650 11 Ate. = 214 12 30 
651 1a] A472 34%, 12 30) 246 7 23/, 
347 Tz BIH 
608 5 Bile © Py 30) 348 9 37 
6 STA a! 39 349 11 45/g 
7 BU, 1229 350 11 45/g 
8 4 12, 30 
9 6 4 15 
10 4-6 4 i EY - 
12 Aor 6 eee A 42 Bye 8 
14 6-8 i 10 
16 6-8 1 15 
18 8-10 1 18 
20 8 if oF 
9504 5 31% 
Height 
sae cae ae ee 
; : ge eh Pas 918 84 6% 
10 63% 4-5-6 4 15 
9094 Le 814 4 2 13 
14 9%, 6 1 10 
igs 1254 6 1 15 
615 6 4 21, 36 29 
699 7 5 214, 24 30 
700 8 5 24, 24 42 
——————————— GILLINDER BROTHERS, INC., PORT JERVIS, N. Y. 
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STANDARD GLOBES AND REFLECTORS 


Fit. 
214, 


21, 
21. 


21. 
21, 
21, 


2M 
21/, 
21, 
21, 
3 


214, 


21, 


Std. Pkg. 
Pkg. Wet. 
24 32 
27 37 
12 28 
24 27 
24 33 
24 33 

24 3 
24 33 
24 34 
12 35 
8 30 
36 30) 
36 30 
12 25 
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Standard Advertising Globes 


CARACE 


ELEVATOR 





No. 215 





Si Oe No. 608 








No. 215 
No. 9557 No. 9571 
a. ; : zs Std. Pkg. Number | Height | Width ae ba 
No. |Diam. | Fitter Pkg. | Wet. a ie Rs 3} B. é gt. 
EE —————— 9557 6 Cr haw 12 10 
215 | 6 ye - 9571 14 5M 1 10 
& “ o --- S = Sees 2 == a+ — — 
10 1 t 18 608 For Sizes See Page 27 
12 4-6 { 20 
14 6-7 : 20 Other Flat Ball and Canteen or Special Shapes 
f at 1 19 available. Special inquiries mentioning size, color 
; = specifications and quantities are invited. 
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Gillinder Brothers, Inc. PRICES ON CATALOG ITEMS 


Sa ere ae 0 ae 


Std. Ship. List Price Std. Ship. List Price 


Effective March 1, 1934 





Number Size Quan. Wet. Each Number Size Quan. Wet. Each 
PAGE 7 PAGE 12 

10x4 4+ ]4s4 $2.65 8x4. 12 ° 30 «$-}.08 

709 12x6 A Mie 2.82 lina. 12) 1°30 1.98 

OPOLO  14x6 2+ AG 3.63 830 12x6 ar 23 3.39 

16x6 Dan LS 5.34 PEARLTONE 14x6 199916 4.35 

16x6 eae A 6.42 

Also available in Opolite, Pearltons and Neostrom 18x68 1 18 9.90 


Also available in Opolo and Opolite glass - 


PAGE 8 see STANDARD Price Schedule on Page 7 
8x4 12-50 3.00 
10x6 eas F 3.42 PAGE 13 
"30 12x6 4 18 4.50 8x4 hae .90 
NEOSTROM 14x6 2 P20 6.90 9x4 8 28 1.05 
16x6 Aay23 8.70 90 10x46 8 20 1.65 
18x8 1 kT 12.36 OPOLO 12x46 4 16 2.82 
14x 6 2 only 3.63 
Also available in Opolo, Opolite and Pesarltone Glass 16x65 2 17 5.34 
- see STANDARD Price Schedule on Page 7 18x 6-8 i z20 8.25 
PAGE 9 PAGE 14 
Dusen 12 SF 1.02 8x4 12 30 .90 
8x4 12enb 1.08 10x46 8 20 1.65 
9x4 Bp | 1.26 . 119 12x 4-6. 8. 16 2.82 
34 10x46 8 25 1.98 OPOLO 14x6 ae Of) 3.63 
PEARLTONE 11x6 Am 20 3.39 16x6 vy, 5.34 
13x6 2 20 4.35 18x8 1 20 8.25 
15x6 Pry: 6.42 
18x6 Tinea 9.90 PAGE 15 
20x8 1 526 17.82 9x4 §~ ‘92 1.05 
569 1Ox5-6. 4-415 1.65 
PAGE 10 OPOLO 13x6 2.0— 1G 3.63 
8x4 Lom es0 .90 14x6 b .10 3.63 
9x4 a 28 1.05 16x6-8-101 11 5.34 
ras 10 x 4-6 8 20 1.65 Also available in Pearltone cased glass - see 
CPOLO 12x46 4° 4,16 2.82 STANDARD Prices Schedule on Page 7 
14x6 B30 3.63 
16x6 aor) 5.34 PAGE 16 
8x4 12) "30 .90 
Also available in Opolite Glass - see STANDARD 71 10x 4-6 8 20 1.65 
‘Price Schedule on Page 7 OPOLO 12x6 4 16 2.82 
14x6 a. 220 3.63 
PAGE 11 16x6 mae cat 5.34 
8x4 i2e tes 1.08 
9041 9x4 8 22 1.26 990 12x6 r yaets 2.82 
*PEARLTONE 13x6 1 15 4,35 OPOLO 4x6 2 14 © 363 
16x68, 1 1k 6.42 16 x6 2 16 5.34 
~ Also available in Opolo and Opolite Glass - *Also available in Opolite and Pearltone - 
see STANDARD Price Sschedule on Page 7 see STANDARD Price Schedule on Page 7 


Page | 


Gillinder Brothers, Inc. PRICES ON CATALOG ITEMS Effective March 1, 19: 


Std. Ship. List Price 





Number Size Quan. Wet. Each 
PAGE 16 

400 PEARLTONE 11x4 4 20 $ 3.39 

401 13x52 20 4.35 

402 ISX. ne 22 6.42 

8x4 12 30 1.08 

10x46 8 25 1.98 

111 12x60) 4 24 3.39 

PEARLTONE 14x6 2 22 4.35 

16x6 2 23 6.42 

18x68 1 25 9.90 


No. 111 also available in Opolo and Opolite glass - 


see STANDARD Price Schedule on Page 7 


8x4 12 30 90 

9x4 8 22 1.05 

LO Maen 4: 15 1.65 

888 TTX 6 14 18 2.82 
OPOLO 13x6 2 17 3.63 
14.96: 2 20 3.63 

Sx Gu 2 20 5.34 

18x8 1 12 8.25 


No. 888 also available in Opolite and FPearltone 
Glass - see STANDARD Price Sschedule on Page 7 


9x5 8 22 1.05 
9082 12x5 4 16 2.82 
OPOLO 14x6 4 16 3.63 
20x8 2 14 14.85 

PAGE 17 


CRYSTAL BOWL UNITS 
IMPERIAL No. 1 13x6 1 14 6.00 


No.2 8x46 1 5 2.70 
No.3 10x6 1 5 4.20 
PAGE 18 
CRYSTAL BOWL UNITS 
9717 9x6 1 5 3.00 
9720 9x6 1 5 3.00 
9731 9x6 1 5 3.00 
PAGE 19 


MODERNISTIC UNITS 


193 PEARLTONE 12x6 1 14 5.73 
14x6 1 17 10.89 

193 PEARLTONE 12x6 1 14 8.04 
DECORATED 14x6 1 17 14.19 


Page 2 


Std. Ship. List Pi 
Number Size Quan. Wet. Eac 


PAGE 19 (CONT'D) 
MODERNISTIC UNITS 
200 PEARLTONE 12 2 14. .$ 3.3 


14 2°) 120 4.2 

200 PEARLTONE 12 Pr Gla 6.€ 

DECORATED 14 Pde ae U 8.4 
997 

PEARLTONE 14x6 1 10 5.1 
997 


PEARLTONE 14x6 1 LO 8.( 
DECORATED 
Also available in Opolo and Opolite Glass - 
see STANDARD Price Schedule on Page 8 


PAGE 20 
MODERNISTIC UNITS 
216 6x3% 27 28 1é 
PEARLTONE 12x46 4 16 4.5 
1656-0 al 10 6.3 
216 GXS%.) 27.1 2s ‘2a 


‘PEARLTONE 12x46 4 £16 6.3 
DECORATED 16x6 1 10 9.( 
217 
PEARLTONE 12x6 eM We 4.5 
ALY, 
DECORATED 12x6 roll ag A 6:2 
9165 
PEARLTONE 16x6 SO 8318 6.7 
9165 
DECORATED 16x6 papa n | 9.0 
Also available in Opolo and Opolite Glass - 
see STANDARD Price Schedule on Page 8 


PAGE 21 
MODERNISTIC UNITS 
205 
PEARLTONE 13x6 1 5 5.7 
205 
DECORATED 13x6 1 5 8.0 


207 
PEARLTONE 12x6 1 10 6.7: 
207 ‘ 
DECORATED 12x6 1 10 9.0: 


9524 13x6 2 
PEARLTONE 15x6 1 Pare 6.7) 

9524 13x 6 2 29 8.0. 
DECORATED 15x6 1 17 9.0: 





Also .available in Opolo and Opolite Glass - 
see STANDARD Price Schedule on Page 8 







165 
EARLTONE 


m 165 
IEARLTONE 
ECORATED 


180 
'EARLTONE 
180 
ECORATED 


, Inc. 


Std. 


PAGE 22 

6x3%).-12 
9x4 aT 
12x4 2 
16x6 1 
18x6 1 
Gx 3u 5710 
9x4 12 
22 4 2 
16x6 1 
18x6 1 
12x6 2 
12x6 2 





MODERNISTIC UNITS 


24 
25 
15 
10 
14 


18 


PRICES ON CATALOG ITEMS 


Ship. List Price 
Size Quan. Wet. 


Each 


Also available in Opolo and Opolite Glass - 
see STANDARD Price Schedule on Page 8 


610 
OPAL 


675 
OPAL 


634 
OPAL 


671 
OPAL 


795 
OPAL 


| 


9103 OPAL 
9104 OPAL 


BOWLS 
8 inch 

10 

12 

14 

16 

18 


18% 


PAGE 23 


1.50 
2.25 
3.45 
4.38 
5.70 
9.00 


1.50 
25 
3.45 
4.38 


1.50 
2.25 
3.45 
4.38 
5.70 
9.00 
15.00 


2.25 
3.45 
4.38 


3.45 
4.38 


5.70 
15.00 





Number Size Quan. Wet. Each 
PAGE 23 
BOWLS (CONT’D) 

9079 6 $ .90 
9531 9 1.95 
144 10% 2.85 
904 44 75 
509 73 1.14 
732 8% 1.95 
168 9 1.95 
507 9 1.95 
731 10 2.25 
62 9% 1.95 
967 10 2.25 
961 14 4.38 
683 8 1.50 
10 2.25 

12 3.45 

14 4.38 

16 5.70 

18 9.00 

20 15.00 


Also available in Crystal, Pearltone and the 
various standard R.J. & R.O, Finishes - see 
STANDARD Price Sschedule on Page 7 


PAGE 24 
BOWLS 

8 1.50 
91 10 2.25 
OPAL 12 3.45 
14 4.38 
594 12 3.45 
OPAL 14 4.38 
16 5.70 
12 3.45 
443 14 4.38 
OPAL 16 5.70 
18 9.00 


Effective March 1, 1934 


rt res a ee eee eT ee ee eee er ee 
Std. Ship. List Price 


Gillinder Brothers, Inc. 


Number 


Std. Ship. 


Size Quan. Wet. 


PAGE 24 


BOWLS (CONT’D) 


141 OPAL 14 inch 
911/2 OPAL 8 


10 
12 
14 
16 


995 OPAL 12 


14 
16 


PRICES ON CATALOG ITEMS 


List Price 
Each 


$ 4.38 
1.50 
2.25 
3.45 
4.38 
5.70 
3.45 
4.38 
5.70 


Also available in Crystal, Pearltone and the 


various standard R.I. & R.O. Finishes - 
for Prices. 


5053 
9099 
5044 
5086 
5042 
5038 


679 - - 
862 - - 


737 
784 
9024 
9025 
9030 
9087 


901 . 


878 - 


CRYSTAL BOWLS 


9 inch 


10 
12 


PAGE 25 
CRYSTAL CYLINDERS 
WRITE FOR PRICES - - 
WRITE FOR PRICES - - 

6 x2%x5k 
53 x 2% x 6% 
555 x 25g x 5% 
7% X 4% X 7% 


7%Xx4%x5% 
5% x 4x8 


- WRITE FOR PRICES - - 


- WRITE FOR PRICES - - 


9772 SQUARE CRYSTAL 2x18 


4x30 
6x30 


Write 


1.05 
-60 
-60 
15 

1.20 

3.45 


TSS 4 
1.62 
1.41 
2.19 
1.47 
1.56 


2.33 
8.48 
15.949 


Also available in Opolo or Pearltone and the 


various standard finishes 


Page 4 


- Write for Prices 


Effective March 1, 19 


Std. Ship. List f 
Number Size Quan. Wet. Ea 







PAGE 26 


MIS. STANDARD SHAPES in OPAL GLA 


775 7 4 $ 8) 
9092 5%X 3% 6) 
9093 74x 3% I 
948 Bix 4 . 9| 
121 6 x 5% S) 
137 10 x 10% 2.2] 
138 12 x13 4.3} 
9561 13% x 14% 5.7 
874 Sits 1.5 

10 x10 2.2 
9053 12 x 9% 3.4 
9064 SKS 7 1.5 
996 8 x 4 9) 
863 6%x 5 is 

Soka 6 9 

lic x? S 2.8; 

12% x10 3.6 
708 ll x 8 2.3 
969 6 x 6 9) 


Also available in Crystal or Pearltone Gla 
and the various standard finishes - see 
STANDARD Price Schedule on Page 7 


PAGE 27 
STANDARD BALL GLOBES 


608 OPAL 5x3x 27 | aaa 6: 


6x 3% 27... ee 6: 
7x 3% 12°" 429 8) 
8x4 12.080 9 
9x6 8 “fas 1.68 
10x 4-6 4 17 ae 
12 x 4-5-6 2 “\a4) ae 
14x 6-8 1 16-0 'sam 
16x 6-8 1 85 7a 
18 x 8-10 1 18 13.20 
20x8 1 waz “oom 


608% OPAL BALL GLO8E No Fitter same — 
as No. 608 standard ball with fitter - als 
takes same price as No. 608 Ball. 


Gillinder Brothers, Inc. 








PAGE 27 


608/2057 or 2058 EXIT GLOBES 


ball with fitter. 


/2057 6 x 3% $ 2.97 

| 8 x 3%-4-5 4.29 
/2058 6 x 3% 3.30 
8x 3%-4-5 4.83 













rices on other sizes on request. 


6 x 3% 63 

611 OPAL 7 x 3% 81 
8x 3%-4 99 
10 x 4-5-6 2.31 

12x4 3.48 

1094 OPAL 14x6 5.28 
17x6 13.20 

6 x 3% 63 
92 OPAL 7 x 3% 81 
8x 3-4 99 

507 OPAL 6x 3% 63 
512 OPAL 4k x 2% 63 
381 OPAL 4% x 2% 63 


Also available in Crystal, Pearltone and the 
‘various standard R.!. & R.O. Finishes - see 
STANDARD Price Sschedule on Page 7 


| PAGE 28 

f PRESSED CRYSTAL SUNBURSTS 

5013 10x2% 12 40 2.88 

~—65014 12 x 2% 607382 4,02 
5020 16 x 2% ey 9.69 
5030 20 x 2% 1 Oe eo. 17,82 


see STANDARD Price Schedule on Page 8 


PRICES ON CATALOG ITEMS 


Std. Ship. List Price 
Number Size Quan. Wet. Each 


STANDARD BALL GLOBES (conT’D.) 


Available in same sizes as No. 608 standard 


_ Also available in Crystal Satin Finish Glass - 


PAGE 29 
STANDARD GLOBES AND REFLECTORS - 
OPAL GLASS 

638 5%x2% 36 38 75 

' 639 6x2% 36 38 81 
640 ae. 24. BS 1.05 
641 ayou 12 428 1.53 
642 9x3% 12 ©25 1.80 
643 12x 3% Ae JIG 2 “3:76 


Effective March 1, 1934 


Std. Ship. List Price 


Number Size Quan. Wet. Each 
PAGE 29 
STANDARD GLOBES & REFLECTORS (cont’p) 
OPAL GLASS 
647 7xau. saleivae.  $ .81 
648 8x2% 36 39 1.11 
649 9x2% 24 38 1.29 
650 ti x2%. 12 30 1.68 
651 11x3% 12 30 1.68 
5x3% 27 30 63 
6x3% 27 5.632 .63 
7XG%-' 1215 829 81 
8x4 i2¢=490 99 
9x6 4.00045 1.65 
608 10x46 4 17 2.31 
12x4-5-6 2 14 3.48 
14x68 1 10 5,28 
16x68 1 15 7.44 
18x8-10 1 18 13.20 
20x8 1 27 23.10 
6x3% 27 30 63 
611 PRSK SI2 28 81 
8x3%-4 12 28 99 
10x 4-5-6 4 15 2.31 
12x4 2 13 3.48 
9094 14x6 1 10 5.28 
17x6 1 15 13.20 
615 6x2% 36 29 81 
699 72a 24-30 1.05 
700 8x2% 24 42 1.53 
747 4%x2% 24 32 75 
975 6%xX2% 27 37 81 
Rx oer 12) 28 1.05 
340 Gute 2A. 27 81 
341 7X 2° 2405) 33 1.05 
342 8x2% 24 33 1.53 
346 7x2% 24 33 81 
347 7%x2% 24 33 1.11 
348 9x2%. | 246 “es4 1.29 
349 11 X24u 12 35 1.68 
350 11x3% 8 30 1.68 
42 533x 2% 36 30 75 
9504 5x2% 36 30 75 
918 OPOLO 835 x4 12 = 25 90 
918/F173 8% x 4 12 25 1.26 


Page 5 


Gillinder Brothers, Inc. PRICES ON CATALOG ITEMS Effective March 1, 193¢ 


STANDARD PRICE SCHEDULE MODERNISTIC UNITS 


OPOLO OPOLITE PEARLTONE 
GREATEST DIMENSION PLAIN DECORATED PLAIN DECORATED 
8-83 $ 1.20 $ 2.10 Sue Bic $ 1.44 $ 2.34 
9 1.50 2.40 1.65 1.80 2.70 
10 2.25 3.60 2.48 2.70 4.05 
12 3.81 5.46 @i1gb sso, 4.56 6.21 
14 4.80 7.11 5.28 i 8.04 
16 5.61 7.92 6.17 6.72 9.03 
18 9.09 12.39 10.00 10.89 14.19 
20 16.50 21.45 18.15 19.80 24.75 


When supplied with holes - add net charge as per schedule on Page 6 


SUNBURSTS 
DIAMETER IN INCHES CRYSTAL - CRYSTAL SATIN 
10 | $ 2.88 $ 3.57 
12 4.02 4.62 
16 . 9.69 10.56 
20 17.82 19.80 
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